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FEATURES

• Low profile design

• 17-4 stainless-steel construction

• For use in both tension and compression 

• Utilizes metal foil strain gauge technology

SPECIFICATIONS

PERFORMANCE

Nonlinearity ±0.2% of RO

Hysteresis ±0.2% of RO

Nonrepeatability ±0.02% of RO

ELECTRICAL

Rated Output (RO) 4 mV/V nom

Excitation (VDC or VAC) 20 max

Bridge Resistance 350 Ohm nom

Insulation Resistance ≥500 MOhm @ 50 VDC

Connection 6 Pin BENDIX Receptacle (PT02A-10-6P)

Connector Code CC1

MECHANICAL

Weight (approximate) 50 lb [22.7 kg]

Safe Overload 150% of RO

Deflection 0.002 in [0.05 mm] nom

Material 17-4 PH stainless-steel

IP Rating IP64

TEMPERATURE

Operating Temperature -60 to 200°F [-50 to 93°C]

Compensated Temperature 60 to 160°F [15 to 72°C]

Temperature Shift Zero ±0.001% of RO/°F [0.0018% of RO/°C]

Temperature Shift Span ±0.002% of Load/°F [0.0036% of Load/°C]

CALIBRATION

Calibration Test Excitation 10 VDC

Calibration (standard) 5-pt compression

Calibration (available) 5-pt tension

Shunt Calibration Value 30 kOhm

+ Output (tension)

– Output (compression)

MODEL LCF555

Pancake Load Cell with Tension Base – High Capacity

Active end

Fixed end
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DIMENSIONS inches [mm] CAPACITIES

ITEM # lb N
Natural 

Frequency 
(Hz)

Thread Dual 
Bridge

FSH02837 100000 444800 8300 1 3/4-12-2B

FSH02841 100000 444800 8300 1 3/4-12-2B X

4.61 [117.1]

NON LOADING
SURFACE
DO NOT

CONTACT

Ø 3.50 [Ø 88.8]

Ø 8.0 [Ø 203]

16 X Ø 1/2-20 HEX HEAD
BOLTS EQUALLY SPACED

‘THREAD’ BOTH
X 1.75 [44.4] DEEP MAX

OPTIONAL DUAL BRIDGE

4.50 [114.3]

Ø 3.50 [Ø 88.9]

3.08 [78.1]

BENDIX 6-PIN (CC1)

PIN COLOR DESCRIPTION

A Red + Excitation

B Black – Excitation

C Green + Signal

D White – Signal

E Orange + Sense

F Blue – Sense
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